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FIGURE 2.—RELATIVE ACCURACY DETERMINATION (POLLUTANT CONCENTRATION MONITORS)

Run No. Date and
time

SO2 (ppmc) Date and
time

CO2 (Pollutant) (ppmc)

RMa Mb Diff RMa Mb Diff

1 .........

2 .........
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4 .........
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6 .........

7 .........

8 .........

9 .........

10 .........

11 .........

12 .........

Arithmetic Mean Difference (Eq. A–7). Confidence Coefficient (Eq.
A–9). Relative Accuracy (Eq. A–10).

a RM means ‘‘reference method data.’’
b M means ‘‘monitor data.’’
c Make sure the RM and M data are on a consistent basis, either wet or dry.

FIGURE 3.—RELATIVE ACCURACY DETERMINATION (FLOW MONITORS)

Run No.
Date
and
time

Flow rate (Low) (scf/hr)* Date
and
time

Flow rate (Normal) (scf/hr)* Date
and
time

Flow rate (High) (scf/hr)*

RM M Diff RM M Diff RM M Diff
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4 ...........

5 ...........

6 ...........

7 ...........

8 ...........

9 ...........

10 ...........

11 ...........

12 ...........

Arithmetic Mean Difference (Eq. A–7). Confidence
Coefficient (Eq. A–9). Relative Accuracy (Eq. A–10).

* Make sure the RM and M data are on a consistent basis, either wet or dry.
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